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Metal-Halide ligHt sources
For fluorescence excitation

Metal-Halide 

:::: Lamp lifetime up to 2000 h

:::: Much higher base intensity compared to HBO

:::: Prealigned (no centering needed)

:::: Lightguide coupled to microscope  

(no heat transfer to frame)

:::: Manual / motorized attenuation

:::: Motorized shutter
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89 north lM 75

:::: 325–700 nm

:::: 75 W power lamp

:::: Very good value for money

:::: No need for light guide

:::: Quiet operation (no fan)

leJ Hxp 120

:::: 360–700 nm (opt. 360–750 nm)

:::: 120 W power lamp 

:::: Manual attenuator (12% / 25% / 50% / 100%)

:::: Motorized 5 ms shutter

:::: RS-232 connector (opt. foot switch)

excelitas xcite 120pc-Q

:::: 325–700 nm

:::: 120 W power lamp

:::: Motorized attenuator (12% / 25% / 50% / 100%)

:::: Motorized shutter

:::: RS-232 connector plus foot switch (both included)

:::: Integrated into most imaging software  

(e.g. Zeiss, Olympus, Nikon)

89 north photofluor i i

:::: 340–650 nm (NIR: 360–800 nm)

:::: 200 W power lamp

:::: D/C controlled (very stable signal)

:::: Motorized 5-pos-filterwheel / attenuator

:::: Motorized shutter

:::: RS-232 connector plus software
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